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Q8 Scooter Class
Description
High quality synthetic based four stroke gasoline engine oil SAE 10W-40

Application
•  All types of air cooled and water cooled four stroke scooter engines

Recommendations
•  Q8 Class is recommended for motor scooter engines in every day stop and go city traffic as well as on high ways

Specifications
•  API SJ
•  ACEA A3
•  JASO MA

Benefits
•  High quality all season engine oil
•  Protects against engine wear under severe daily commuting conditions
•  Excellent thermal and oxidative stability
•  Extends the engine life
•  Provides reliable lubrication for all scooter engines
•  Strong oil film at high temperature and high speed conditions
•  Prevents deposit and sludge formation
•  Suitable for use with leadfree gasoline
•  Compatible with all commercial gasoline engine oils

Properties Method Unit Typical
Absolute Density, 15 °C D 1298 kg/m³ 872

Kinematic Viscosity, 40 °C D 445 mm²/s 102

Kinematic Viscosity, 100 °C D 445 mm²/s 15

Viscosity Index D 2270 - 154

Flash Point D 93 °C 201

Pour Point D 97 °C -30
The figures above are not a specification. They are typical figures obtained within production tolerances.

Powered by TCPDF (www.tcpdf.org)

KPR&T/10-06-2014 Page 1/1 www.Q8Oils.com

http://www.tcpdf.org

