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Quality class: Quality class: Quality class: Quality class: API: CD
Viscosity grad: Viscosity grad: Viscosity grad: Viscosity grad: SAE: 40

GENERAL FEATURES:GENERAL FEATURES:GENERAL FEATURES:GENERAL FEATURES:

Mineral TPEO (Trunk Piston Engine Oil) type engine oil for lubrication of marine anhydride engines.

APPLICATION:APPLICATION:APPLICATION:APPLICATION:

Suitable for lubrication of medium­power, 4­stroke engines operating on heavy fuel with a sulfur content of
3­4%.

STANDARDS, APPROVALS. SPECIFICATION:STANDARDS, APPROVALS. SPECIFICATION:STANDARDS, APPROVALS. SPECIFICATION:STANDARDS, APPROVALS. SPECIFICATION:

The oil meets the requirements of:
MAN Augsburg
Pielestick,
Wartsila,
New Sulzer Diesel

PhysicalPhysicalPhysicalPhysical
andandandand
chemicalchemicalchemicalchemical
propertiespropertiespropertiesproperties
::::

PARAMETERSPARAMETERSPARAMETERSPARAMETERS UNITUNITUNITUNIT TYPICALTYPICALTYPICALTYPICAL
VALUESVALUESVALUESVALUES

SAE viscosity class ­ 40
Kinematic viscosity at 1000C mm2/s 13,5
Viscosity index ­ 98
Pour point 0C ­24
Flash point 0C 220

NOTE:NOTE:NOTE:NOTE:
Physicochemical parameters listed in
the table are typical values. Real
values are stated in quality control
certificates attached to each product
lot.
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