
engineered for the road ahead

Worldwide performance lubricants
for commercial vehicles

Hit the target, choose your right oil!

HOW TO MAKE THE RIGHT LUBRICANT CHOICE FOR YOUR ENGINE

- Reading the Specification suggested by the Manufacturer of your vehicle in the instruction manual 

- Checking on the Q8Oils website (www.Q8Oils.com) the oil recommendation

The most advanced products in terms of Fuel Economy, Low SAPS Technology, After Treatment Devices Compatibility and Long Drain
Advanced products in terms of Fuel Economy, Low SAPS Technology, After Treatment Devices Compatibility and Long Drain
The most advanced Low SAPS Technology and Mid-Long Drain for European and American HD engines
Standard SAPS Synthetic Technology
Standard SAPS Mineral Technology

The chart below shows Q8 Oils range of
commercial vehicle engine oils.
This is split by ACEA specification.
Those oils covering more specifications
will ultimately provide more
protection for your engine.

Backed by the significant corporate resources of our parent company, Q8Oils is
a fully integrated lubricants organisation. We refine our own quality base
oils from Kuwait Export Crude, manufacture an extensive range of oils in our
own blending plants and have established state of the art European laboratories
for development and technical support work. Today, Q8Oils lubricants
are used by customers in more than 80 countries around the world.

Q8Oils is part of the Kuwait Petroleum Corporation (KPC), one of the world’s largest oil
companies. With 120 years of known reserves and crude oil production levels of 2.9 million
barrels per day, it is ranked the seventh largest oil producer in the world. KPC’s business spans
every segment of the hydrocarbon industry; on and offshore exploration, production,
refining, marketing, retailing, petrochemicals and marine transportation.

International Office:
Petroleumkaai 7, B-2020, Antwerp, Belgium.
Tel: +32 (0)3 247 38 11
www.Q8Oils.com FM 89665
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Q8Oils develops and manufactures some of the finest quality lubricants in the market representing the very
best and latest lubricant technology which exceeds the requirement of the newest trucks, buses, tractors and
construction machines.

Q8Oils new top quality technology HDDO lubricants have been successfully tested in all different kind of
applications at various conditions. And passed all test and field trails to fulfill and exceed the requirements
from the most stringent Engine Manufacturers, and the international specifications from ACEA, API and JASO. 

Q8Oils can now offer a product that fulfills and exceeds the following

•  90% of the current fleet in Europe
•  Extreme cold and hot climate
•  Fuel saving up to 1,3%
•  Engine protection which result in less downtime
•  Longer drain
•  Better oxidation stability and less deposits
•  Low SAPS which gives protection of the after

treatment systems (DPF, EGR and SCR).

This results in following savings
•  Better processes and no mistakes using only one oil
•  No downtime due to climate conditions
•  Fuel saving for 1 truck if you have 100 trucks

and less emission
•  Maintenance cost reduction
•  Less downtime due to longer drain
•  NO filter blocking of the after treatment system

Q8 FT 8700 FE 5W-30, in particular, is a unique example of lubricant in terms of reliability,
protection, emission devices systems compatibility and economic management of a HD fleet in a
highly competitive environment.

Q8 FT 8700 FE 5W-30 is a low viscosity Ultra High Performance Synthetic Motor Oil specifically developed for
the last commercial vehicles Diesel engines meeting EURO V and VI Regulations and legislations environmental
requirements. It sets a new standard in Extreme Performance and Fuel Economy Heavy Duty.

Q8 FT 8700 FE 5W-30 is a Heavy Duty Diesel Oil that represents an unsurpassed lubricants quality, maximizing
the newest engine generation performances. 

Q8 FT 8700 FE 5W-30 … engineered for the road ahead
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Q8 FT 8700 FE 5W-30 exceeds the leading vehicle
manufacturers’ specifications. The chart below
shows the exceptional performance parameters
of Q8 FT 8700 FE 5W-30 vs. an ACEA E6 lubricant.

Top and Main Tier Standard SAPS Heavy Duty Diesel Oils

Q8 SuperTruck FE         Ultra High Performance Diesel Synthetic Fluid, designed for lubrication of Euro IV and V Diesel
engines, Q8 SuperTruck FE 5W-30 offers a superior protection against wear, bore polishing, oxidation,
deposits, sludge giving the engine an outstanding cleanliness. It ensures extended drain intervals and
fuel saving, for maintenance and fuel costs reduction. Q8 SuperTruck FE is not recommended where a
low ash product is required. 

5W-30

Q8 T 860 S Ultra High Performance Diesel Engine Lubricant, designed for lubrication of Euro IV, V and VI Diesel
engines, Q8 T 860 S 10W-40 is specially recommended for SCANIA latest trucks and ensures
extended drain intervals, superior protection against wear, oxidation, deposits, sludge giving the
engine an excellent cleanliness. 

10W-40

Q8 T 860                        Ultra High Performance Diesel Engine Lubricant, designed for lubrication of Euro IV and V Diesel
engines, Q8 T 860 10W-40 ensures extended drain intervals, superior protection against wear,
oxidation, deposits, sludge giving the engine an excellent cleanliness. The product can be used in
aspirated and turbocharged diesel engines of vehicles and off-highway equipment.

10W-40

Q8 T 800               Synthetic based lubricant that can be used in all high performance Euro IV and V four stroke diesel
engines operating on low sulphur diesel fuel and under severe heavy duty conditions. Extended oil
drain intervals, as indicated by OEMs, can be applied. The engines can be normally aspirated, turbo-
charged or super-charged, with or without intercooler and fitted in commercial vehicles or
off-highway equipment. Q8 T 800 is also suitable for use in mixed fleets. 

10W-40

Q8 T 750                        Mineral based lubricant that can be used in all high performance Euro IV and V four stroke diesel
engines operating on low sulphur diesel fuel and under severe heavy duty conditions. Extended oil
drain intervals, as indicated by OEMs, can be applied. The engines can be normally aspirated, turbo-
charged or super-charged, with or without intercooler and fitted in commercial vehicles or
off-highway equipment. Q8 T 750 is also suitable for use in mixed fleets. 

15W-40

Q8 T 760 Ultra High Performance Diesel Engine Lubricant with Low Sulphated Ash, Phosphorus and Sulphur
content developed to lubricate the Diesel engines meeting the latest USA EPA 2007 and Euro IV, V
and VI environmental legislation. Q8 T 760 15W-40 is formulated with special mineral base oils and
OEMs allow extended drain intervals as indicated by their own instructions. Q8 T 760 is highly
compatible with DPF and SCR exhaust gas treatment devices, minimizing diesel particulate filter
plugging. Furthermore it offers a strong protection against oxidation and wear even under severe
working conditions. Prolonged oil drain intervals contribute to reduce maintenance costs.

15W-40

Q8 T 905 FE High performance synthetic Low SAPS Heavy Duty Diesel oil, with improved Fuel Saving
characteristics. Designed for lubrication of the latest Euro VI engines, it can be used also in Euro IV
and V engines equipped with a diesel particulate filter (DPF) or catalytic after treatment systems
(such as SCR) and operating on low sulphur diesel fuel and under severe conditions. Excellent
compatibility with biofuel, also in cold starting operations. Fuel Economy improvements up to 1%
and more.   

10W-30

Q8 T 904 FE High performance synthetic Heavy Duty engine oil with low sulphated ash, phosphorus and sulphur
content, formulated for Euro IV, V and VI diesel engines operating with low sulphur diesel fuel (50
ppm and below) and for some mobile gas engines. Q8 T 904 FE 10W-30 gives excellent
performances under severe heavy duty conditions. It is characterized by Long Drain interval, improved
Fuel Economy, strong antiwear protection and after-treatment devices compatibility. 

10W-30

Q8 T 904            High performance synthetic Heavy Duty engine oil with low sulphated ash, phosphorus and sulphur
content, formulated for Euro IV, V and VI diesel engines operating with low sulphur diesel fuel (50
ppm and below) and for some mobile gas engines. Excellent performances under severe heavy duty
conditions, allows Long Drain interval, improved Fuel Economy, strong antiwear protection and after-
treatment devices compatibility. 

10W-40

Q8 T 760 Ultra High Performance Diesel Engine Lubricant with Low Sulphated Ash, Phosphorus and Sulphur
content developed to lubricate the Diesel engines meeting the latest USA EPA 2007 and Euro IV, V
and VI environmental legislation. The low viscosity grade 10W-30 allows a Fuel Economy
Improvement. OEMs allow extended drain intervals as indicated by their own instructions. Q8 T 760 is
highly compatible with DPF and SCR exhaust gas treatment devices. Furthermore it offers a strong
protection against oxidation and wear even under severe working conditions.

10W-30

Q8 T 905 10W-40      All round ultimate protection Synthetic Low Ash lubricant, where the combination of ACEA E6 and E9
enhance the great benefits offered by the single ACEA specification, adding to the E6 protection
against cylinder bore polishing and wear, after treatment compatibility, piston deposits control and
engine cleanliness the typical E9 important features as improved protection against corrosion, wear,
soot, oxidative thickening and biofuel compatibility. Q8 T 905 10W-40 has been designed for Long
Drain intervals on Euro IV, V & VI Diesel engines of Commercial Vehicles and it is also suitable for
several mobile gas engines applications.

10W-40 

Main Tier Low SAPS Heavy Duty Diesel Oils

Top Tier Low SAPS Heavy Duty Diesel Oils

Today an extremely wide range of products and viscosity grades is manufactured for Heavy Duty Diesel Engines used in
Commercial Vehicles in our blending plants, thanks to the different base oils and additives available. Considering the main
current and future driver of the new oil technology is the environment that, due to the emissions legislation, brings to different
engine designs and materials and to alternative fuels causing a reduction in CO2 emissions, but also some negative impacts
towards the lubricating oils, requiring additional long lasting properties.
Q8Oils HDDO lubricants, always formulated with this driver in mind, cover all the market needs.

*ACEA E4 SAE 10W-40 products do not require DAF HP2 testing for extended drain applications

                                                               FE                  ACEA                       API            JASO     GLOBAL                MB                                 MAN                     Scania                   Volvo                             Renault                                   Mack                                     Cummins                        MTU                    Deutz                      CAT                   DAF                DDC
       Q8 FT 8700 FE          5W-30      ****              E6/E7/E9                CJ-4/SN        DH-2                       228,51/228,31        M 3677/3477/3271-1                        VDS-4/VDS-3/CNG          RLD-3/RXD/RGD            EO-N Plus/EO-O Pr.Plus                    CES 20081                   Type 3.1         DQC IV-10  LA            ECF-3             Ext.Drain                
         Q8 T 905 FE           10W-30      ***                  E6/E7                       CI-4            DH-2                              228.51                            M 3477                      LA                VDS-3/VDS-4                   RLD-3/RXD                      EO-M Plus/EO-N                       CES 20076/77                Type 3.1         DQC IV-10  LA                                                                
            Q8 T 905              10W-40       **          E6/E7/E9/E4-99              CI-4                                            228.51/226.9               M 3477/3271-1               LA                 VDS-3/CNG                RLD-2/RXD/RGD                  EO-M Plus/EO-N                       CES 20076/77             Type 3 / 3.1      DQC IV-10  LA           ECF-1a            Ext.Drain                
         Q8 T 904 FE           10W-30       **             E6/E7/E4-99                 CI-4                                            228.51/226.9                      M 3477                                               VDS-3                              RLD-2                                     EO-N                                 CES 20076/77                Type 3.1         DQC III-10 LA                                  Ext.Drain                
            Q8 T 904              10W-40        *                   E6/E7                       CI-4            DH-2                         228.51/226.9               M 3477/3271-1                                        VDS-3                          RLD-2/RXD                                EO-N                                 CES 20076/77                Type 3.1         DQC III-10 LA                                  Ext.Drain                
            Q8 T 760              10W-30      ***                     E9                   CJ-4/SN/CF     DH-2                              228.31                      M 3575/3275                                          VDS-4                              RLD-3                              EO-O Pr.Plus                              CES 20081                   Type 2.1         DQC III-10 LA       ECF-3/ECF-2                                     
            Q8 T 760              10W-40       **                      E9                   CJ-4/SN/CF     DH-2                              228.31                      M 3575/3275                                          VDS-4                              RLD-3                              EO-O Pr.Plus                              CES 20081                   Type 2.1         DQC III-10 LA       ECF-3/ECF-2                                     
            Q8 T 760              15W-40        *                      E9                      CJ-4/SN                                              228.31                      M 3575/3275                                          VDS-4                              RLD-3                              EO-O Pr.Plus                              CES 20081                   Type 2.1         DQC III-10 LA       ECF-3/ECF-2                              93K218
    Q8 SuperTruck FE        5W-30        **                   E4/E7                                                                               228.5                             M 3277                     LDF                     VDS-3                                RXD                                  EO-M Plus                       CES 20071/72/76/77                                                                                                                          
          Q8 T 860 S             10W-40        *                   E4/E7                        CF                                                    228.5                             M 3277                  LDF-III                  VDS-3                          RLD-2/RXD                                                                                                                                                                                                  Ext.Drain                
            Q8 T 860              10W-40        *                   E4/E7                       CI-4            DH-1                               228.5                             M 3277                   LDF-II                   VDS-3                          RLD-2/RXD                                EO-N                                 CES 20077-78                  Type 3              DQC III-10                                     Ext.Drain*              
            Q8 T 800              10W-40        *                E7/A3/B4                 CI-4/SL                      DHD-1               228.3                             M 3275                                               VDS-3                              RLD-2                                     EO-N                           CES 20071/72/76/77            Type 2              DQC III-10         ECF-2/ECF-1                                     
            Q8 T 750              15W-40        *                E7/A3/B4                 CI-4/SL                      DHD-1               228.3                             M 3275                                               VDS-3                              RLD-2                                     EO-N                           CES 20071/72/76/77            Type 2              DQC III-10         ECF-2/ECF-1                                     
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Q8 T 760 Ultra High Performance Diesel Engine Lubricant with Low Sulphated Ash, Phosphorus and Sulphur
content developed to lubricate the Diesel engines meeting the latest USA EPA 2007 and Euro IV, V
and VI environmental legislation. OEMs allow extended drain intervals as indicated by their own
instructions. Q8 T 760 is highly compatible with DPF and SCR exhaust gas treatment devices,
minimizing diesel particulate filter plugging. Furthermore it offers a strong protection against
oxidation and wear even under severe working conditions. Prolonged oil drain intervals contribute to
reduce maintenance costs.

10W-40

Q8 FT 8700 FE
5W-30

Ultra High Performance Synthetic (Fuel Saving) Heavy Duty engine oil with Low Sulphated Ash,
Phosphorus and Sulphur content (Low SAPS) designed for lubrication of latest Euro VI engines. For
Euro IV, Euro V and Euro VI diesel engines equipped with a diesel particulate filter (DPF) or catalytic
after treatment systems (such as SCR) operating on low sulphur diesel fuel (50 ppm or below) and
under severe heavy duty conditions. Best in-class bio-fuel compatibility for excellent cold starting
properties. For Fuel Economy Improvements up to 1.3% and more.

5W-30 
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